PILODUCT Ry CrPab YA LLIOARD MATITIN INO: B-4

. GYISUM MODUL TS B/2" N LA WUt ) DATE: 10/8/64
— et x dACl  1of2
. CATICELS: B-17
) DATL: Y9/ 64
PRODUCING PLANTS: Long Bewch, Antiock, Scattie, Rlosario, and Jacksonville
E‘?.[E._F_O'_”ﬂ!‘_"_’_ _ ALL PLANIS (Fxcept as noted)
b (Lbs. /M sqit.)
Board Siucco (S-1 and 5-2) 1500 - 1700.
: Glass Fiber (B-G-1) 4.7 -5.1
© Paper Fiber (8-G-1) 0-10.0
Stgrch (RM-B-11) 7- 10
Perlite = Null-A-Fire (c.f./M) (8-G~1) 0- 5.5
' /
" Soup (8-G-1) 7 ' 0.2 - 1.5 (Long Beach, Anticch
,.’ & Jacksonville 0.2 - 0.7)
Lignin . J{Bﬂi—l)"f 0- 3.0
o Ground Gypsum y (B-—C:-,f) 60 maximum
. '.-‘ " K '
Patassium Sulfete ,/‘z/ 6-".(8—,'G}-1) 5.0 "
. J ]
Rosario -~ 2.0 maximum) /
! !
i Rehydrated Gypsum (B-G-1) 0- 30
i
Hydreted Lime -{[RM-P-:?) 0-0.75
; i '
. Rectarder (Rosario only) i (B-G-1) 0- 0.5

¢+ Note: Formula shall conform to U.L. Code No. 3543

{ Paper Lirers - Monila and Greyback poper

- OPIRATING SPLCIFICATIOMS: (Refer to Process Polletin B-G-2 for General Specifications.)

1. Slurry Setting Time, minutes 2-4
© 2. Wet Sluiry Weight (1bs./c.f.) 77 - 85
. 3. Wet Compressive Strength, psi 350 - 500
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